
VIVID
COLORS
COMES

VIBRANT
IDEAS.

WITH

3
4



GLOSSY

MIRROR

MARBLE

SOLID

SPARKLE

Make the future a better place.
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METALLIC

Viva Panels is one of the largest Indian 
manufacturers of Metal Composite Panels. 
Located at Umbergaon in Gujarat, it boasts 
state-of-the-art Korean technology, with 7 
production lines. It has a production capacity of 9 
million m2 per annum. The production facility is 
equipped with safety measures of six sigma and 
solar power generators for uninterrupted 
production.

2 Decades Of Expertise in ACP

9 Million M2 Production Capacity

500+ Customer Services Touchpoints

7 State-of-Art Production Lines

FR Grade FR Class A2, B1 and A2+

300+ Colored Shades with 13 Premium Series.

TheLargest
Manufacturer
of in IndiaACP

Metal Composite Panel



VA 203  |  Brush Silver

Solid & Metallic

VA 312  |  Ivory VA 103  |  Champagne Silver

Solid & Metallic

VA 344  |  Ultra White VA 301  |  Pure White VA 345  | White

VA 311 / VA 148  |  Smoke White

VA 102  |  Silver VA 114  |  Metallic GreyVA 101  |  Exotic Silver

of Tomorrow
Building the City

VA 311 / VA 148 Smoke White



Solid & Metallic

VA 331  |  Pearl CopperVA 338  |  Vodafone Red VA 107  |  Copper

VA 342  |  Coffee Brown

VA 106  |  Metallic Gold

VA 317  |  Jade Black

Upcoming

VA 108  |  Champagne Gold VA 319  |  Metallic Bronze

VA 306  |  YellowVA 305  |  Navy Blue VA 318 / VA 147  |  Samsung Blue

VA 313  |  Traffic Yellow VA 309 / VA 146  |  Orange VA 307  |  Red



 in Colors

Finding
 Inspiration

VA 365 Glossy Red

VA 362  |  Glossy White VA 364  |  Glossy Ivory

VA 365  |  Glossy Red VA 363  |  Glossy Black

VA 1110  |  Silver Mirror

Glossy & Mirror

Glossy & Mirror

Mirror

VA 1111  |  Gold Mirror

Upcoming



Sparkle

Elemento

Elemento

VA 361  |  Sparkle Black

VA 902  |  Serbia Stone VA 903  |  Arctic GreyVA 901  |  Silver Mojave

VA 900  |  Maverick Brown

VA 905  |  Crema ValenciaVA 904 |  Selenite Black VA 906  |  Ice Burst

A Creative & 

 Solution
Aesthetic

VA 352  |  Sparkle White VA 354  |  Sparkle Pure White

VA 900 Maverick Brown



Wooden

Premium WoodenWooden

VA 378 | Burma Teak Wood

VA 481|Mahogany  Premium



Wooden

VA 383  |  New Rose Wood

VA 481 |  Mahogany Premium



VA 581  |  Volcanic Oak

VA 582  |  Chic Paradigm

Wooden



Wooden

VA 396  |  Teak Wood

VA 541  |  Metallic Oak Rustic



Wooden

VA 377  |  Red Wenge Wood

VA 486  |  Smoke Tinyo Premium



Wooden

VA 554  |  Tiger Wood Texture

VA 546  |  Etimo Rustic



Rustic Wooden Texture

VA 584 | Natural  Walnut



Wooden

STYLE AND ELEGANCE
IS NOW YOURADDRESS

VA 584  |  Natural Walnut

VA 583  |  African Teak

VA 394 | White Oak Wood

Upcoming

VA 561  |  Golden Cedar Texture



Wooden

VA 399R  |  Plain Teak Rustic

VA 483  |  Smoke Berlinia Premium



Natural Wood

VA 1702VA 1701

Natural Wood All Shades

VA 1702



Natural Wood

VA 1705 

VA 1705

VA 1703 



Natural Wood

VA 1709  VA 1710

VA 1708 

THE SECRET OF
YOUR CREATIVITY

VA 1704 VA 1706 

VA 1707 



Natural Wood

VA 1712 

VA 1713 VA 1711 

VA 1715 VA 1716 

VA 1714 

DISCOVER THE
INFINITE POSSIBILITIES



Marble

VA 375  |  Parlato VA 590 I Emperador Beige Marble

Marble
VA 375  |  Parlato

Upcoming Upcoming



Details Technical Specification

Product
Grade 801 Series Eco Series Decor Series

Panel
Dimension

2440 X 1220mm,
3050 X 1220mm,
3660 X 1220mm

2440 X 1220mm,
3050 X 1220mm,
3660 X 1220mm

2440 X 1220mm,
3050 X 1220mm,
3660 X 1220mm

ACP Thickness 3.00 mm 3.00 mm 3.00 mm

Coating Type PVDF/ HDPE/ SDP PE PE

Aluminium
Alloy AA 3105 /AA 3003 AA 1100 AA 1100

Coating
Thickness

25-28 µ 15-18 µ 

Paint Supplier Spectrum / PPG / Nippon / Monopol / Akzonobel

Product
Tolerance

Panel Length ± 4.00 mm, Panel Width - ± 2.0 mm, Panel Thickness ± 0.2 mm,
Coil Thickness ± 0.03 mm

Service
Coating

Thickness
5 - 7 µ

*Shade variance may vary on batch variance
*For further queries you may contact our customer care manager at 1800 313 3770

Series 801 Series Eco Series Decor Series

Suggestion :

We can provide a quality product of single batch, hence no chance of colour variation. But to avoid colour variations, it’s
recommended to install the panels in the same direction as marked on the protective film & also must remove the protective
film within 45days after installation of the panels to avoid unwanted gum stains.

Recommended Fabrication Specification :
1. Aluminium section should used in 2’ X 2’ standard size
2. Ideal Panel should be used in 2’ X 2’ standard size
3. Use Viva system, avoid silicone

Applications :

Wall Panelling Facades Cabinets Partitions Automotive Component Parts

Cladding Signage Doors Furniture



Panel Composition

Features

Weather Proof Easy to Install Easy to Clean

Heat Resistance Environment
Friendly

Sound Resistant

Termite Resistant Impact Resistant Recyclable

*Color may vary from batch to batch ∆ Ԑ 5
Note: Viva FR Grade Aluminium Composite Panels as per fire classification EN-13501, Class-B1 is also available.

Protective Film

Top Coating PVDF

Primer PVDF

Aluminium Coil

Adhesive Film

Polyethylene Core or
non combustible filled core

Adhesive Film

Aluminium Coil

Service Coating or Mill Finish

*Viva warrants that its products are free from manufacturing defects and they are fit and suitable for usual purpose. 
The product should be inspected prior to installation and our liability will be limited to the cost of product only.



Latest Innovation

Fire Retardant
     FR B1, A2 & A2+
     Negligible smoke release
     Negligible flame spread
     Zero melting droplets

Anti Scratch ACP
     Scratch resistant
     Anti-graffiti
     Reduce corrosion
     Resistance against chemical cleaners

Self Cleaning ACP
     Water and Mud repellent
     Easy self-cleaning
     Perfect for short throw projections
     High abrasion resistant

Antibacterial ACP
     Antimicrobial performance is 99.99%
     Silver ion coated ACP
     Repelling microbes

vivaacps

vivaacps

viva composite panel 

vivaacps

vivaacp.com

1800 313 3770 

 

VIVA COMPOSITE PANEL PVT. LTD.

Viva Composite Panel Pvt. Ltd., 601, 6th Floor, 
A-Wing, Times Square Building, Marol 
Naka, Andheri - Kurla Rd, Andheri East, 
Mumbai, Maharashtra- 400059                           

Head Office

Survey No, 85/8, 85/9, 85/10, 68/1, 70/14, 
Khattalwada, Manekpur Road, Opp. Poultry 
Farm, Near Apar Industries Ltd., Tal-Umbergaon, 
Dist-Valsad, Station-Sanjan, Gujarat - 396120 

Factory Address

Branch Offices

Delhi  |  Bengaluru  |  Ahmedabad
Hyderabad  |  Chennai  |  Bhubaneshwar
Jaipur  |  Raipur  |  Lucknow  |  Udaipur |  Surat 
Ranchi  |  Kochi  |  Hubli  |  Indore  |  Pune  |  
Nagpur  |  Nashik  

Overseas Associates

USA  |  Sri Lanka  |   South Africa  |  Qatar  |
Vietnam

Viva Composite Panel W.L.L Doha, Qatar

Overseas Branch


