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ISO 9001 : 2015, ISO 14001 : 2015 AND CE CERTIFIED   |   NFPA 285 - 2019 EDITION   |
EN13501 - 1 : 2018 AND ASTM D1929 - 16   |    EN13823 : 2010 + A1 : 2014   |   EN11925 - 2 : 2020

CERTIFICATION

2 DECADES
OF EXPERTISE IN ACP

7 MILLION
M2 PRODUCTION

CAPACITY

FEVE/PVDF
PAINT TECHNOLOGY
FOR COIL COATING

3 COLOUR
COATING LINES

7 STATE-OF-ART
PRODUCTION LINE

500+
CUSTOMER SERVICE

TOUCHPOINTS

FR GRADE
A2, B1 AND A2+

300+
COLORED SHADES

WARRANTY
YEARS

Viva is one of the largest indian manufacturers of aluminum composite panels. 
Located at umbergaon in gujarat, it boasts state-of-the-art korean 
technology, with 7 production lines and 3 colour coating lines. It has a 
production capacity of 7 million m2 per annum. The production facility is 
equipped with safety measures of six sigma and solar power generators for 
uninterrupted production.



ABOUT

These Panels Come With 10 Years Of 
Warranty Because Of Its PVDF/FEVE 
Coating And  Advanced  Manufacturing 
Technology.     

To build a classy and premium finish, 
House of Viva has introduced the Lustre 
Series which encompasses a range of 
shades that are matte in look and 
velvety in texture.

Matte finish metal composite panels 
add richness to your facade and build a 
texture that limits the scattering of light 
and makes the surface of the wall 
appeal smoother than shiny panels. 



VA 6001

Exude the utmost spirit of
Lustrous, aesthetically
pleasing texture

VELVET PLATINIUMVELVET PLATINIUM



VELVET TACAOVELVET TACAO
Bring exquisite details
to your space

VA 6006



VA 6003

VELVET BASALT
GREY
VELVET BASALT
GREY

Exhibit the various
shadings of artistically
crafted brilliance



VELVET MAIZEVELVET MAIZE
Carefully created to
generate a stylish,
enduring impression

VA 6004



VA 6002

VELVET OSLO GREYVELVET OSLO GREY
Reflect a contemporary
and dynamic world 
of visualization



VELVET SEDONAVELVET SEDONA
Experience the genuine
essence of soothing
and splendid living.

VA 6005



VELVET HEATHERED
GREY
VELVET HEATHERED
GREY

Uplift the ambience of
your space with this exotic 
velvet heathered grey shade

VA 6007



Viva warrants that its products are free from manufacturing defects and they are fit and suitable for usual purpose. The 
product should be inspected prior to installation and our liability will be limited to the cost of the product only.

Standard Size

Panel

3.0 mm

4.0 mm

4.0 mm

Core

2.5 mm

3.0 mm

3.5 mm

Top Skin

0.25 mm

0.50 mm

0.25 mm

Bottom Skin

0.25 mm

0.50 mm

0.25 mm

Paint

Exterior

Exterior

Exterior

2440mm x 1220mm 3050mm x 1220mm 3660mm x 1220mmA

AA3003 AA5005 AA3105

B

ThicknessSize

Length

± 4.0 mm

Width

± 2.0 mm

Bow

Maximum 0.5%

Squareness

Maximum ± 2.0 mm

Panel

± 0.2 mm

Coil

± 0.03 mm

Top Skin Bottom Skin

D

E

C

PRODUCT PORTFOLIO 

TECHNICAL SPECIFICATION 

For 0.50MM Coil Thickness, MOQ of 1000SQ.MT.*

*

P A N E L

SYSTEMS

ALUMINUM ALLOY

COATING TYPE

PERMISSIBLE PRODUCT TOLERANCE

PANEL THICKNESS (LDPE/MINERAL/CORRUGATED)

PANEL DIMENSION

Paint Supplier: Spectrum / PPG/ Nippon / Monopol / AkzoNobel

PVDF/FEVE PE



Practice the new age fire safety 
with VIVA FR ACPs

Certification by Thomas Bell-Wright International Consultant

FACTORY ADDRESS
Survey No. 85/8, 85/9, 85/10, 68/1,70/14, At Post : Khattalwada,Manekpur Road, Opp. Poultry
Farm, Near Apar Industries Ltd.,Tal - Umbergoan, Dist - Valsad,Station-sanjan, Gujarat - 396120

HEAD OFFICE
Viva Composite Panel Pvt. Ltd., 601, 6th Floor, A - wing, Times Square Building, Marol Naka,

Andheri - Kurla Rd, Andheri East, Mumbai, Maharashtra - 400059

vivaacps

vivaacps

vivaacps vivaacps

vivaacp.com

1800 313 3770
(Toll Free)

TheLargest
Manufacturer
of in IndiaACP


